
FRONT VIEW: OPTIONAL DC VARIABLE SPEED BOTTOM FAN

LEFT SIDE VIEW: LEFT PANEL REMOVED

FRONT VIEW: OPTIONAL AC VARIABLE SPEED BOTTOM FAN

LEFT SIDE VIEW: LEFT PANEL REMOVED
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NOTES:

1. DO NOT SCALE FROM DRAWING.

2. ALTERNATIVE UNITS [X.X] IN MILLIMETERS.

3. MACHINE WEIGHT AS SHOWN: 770 LBS / 349 KG. SHIPPING WEIGHT AS SHOWN: 840 LBS / 381 KG.

4. 0.50" [12.7] TOTAL THROW, SHOE.

5. VARIABLE FAN AIR DISCHARGE: 0 CFM / 0 CMM TO 1600 CFM / 45 CMM MAXIMUM.

6. FOUR 1/2-13 GRADE 5 BOLTS RECOMMENDED TO LAG FRAME THRU FLOOR JOISTS.

7. RECOMMENDED MAINTENANCE CLEARANCE FROM FRAME: 36.00" [915] AT FRONT & SIDES, 12.00" [305] AT REAR.

8. FUSED DISCONNECT REQUIRED PRIOR TO MACHINE MOUNTED SWITCH BOX.

9. VARIABLE SPEED AC BOTTOM FAN MOTOR: 100-120 VAC 1Ø 50/60 HZ POWER IN, 1 HP 3Ø 60 HZ 230/460V INVERTER DUTY TENV, FULL LOAD AMPS 3.0.

10. VARIABLE SPEED AC BOTTOM FAN MOTOR: 200-240 VAC 1Ø 50/60 HZ POWER IN, 1 HP 3Ø 60 HZ 230/460V INVERTER DUTY TENV, FULL LOAD AMPS 3.0.

11. VARIABLE SPEED AC BOTTOM FAN MOTOR: 380-440 VAC 3Ø 50/60 HZ POWER IN, 1 HP 3Ø 60 HZ SPECIAL, CALL FOR AVAILABILITY.

12. VARIABLE SPEED AC BOTTOM FAN MOTOR: 440-480 VAC 1Ø 50/60 HZ POWER IN, 1 HP 3Ø 60 HZ 230/460V INVERTER DUTY TENV, FULL LOAD AMPS 1.5.

13. VARIABLE SPEED AC BOTTOM FAN MOTOR: 500-600 VAC 3Ø 50/60 HZ POWER IN, 1 HP 3Ø 60 HZ SPECIAL, CALL FOR AVAILABILITY.

14. VARIABLE SPEED DC BOTTOM FAN MOTOR: 100-120 VAC 1Ø 50/60 HZ POWER IN, 1 HP 90VDC TEFC, FULL LOAD AMPS 10.0 ADC.

15. VARIABLE SPEED DC BOTTOM FAN MOTOR: 200-240 VAC 1Ø 50/60 HZ POWER IN, 1 HP 180VDC TEFC, FULL LOAD AMPS 5.0 ADC.

15. FRAME CONSTRUCTION: A500 GR. B STRUCTURAL CFS, PAINTED FINISH.
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4.90 [124.5] POWER IN

110/230 VAC 1/3 PHASE 50/60 HZ
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13.50 [342.9]  POWER IN

110/230 VAC 1/3 PHASE 50/60 HZ

Ø.88 [22.2]

1/2" CONDUIT
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.88 [22.2]

1/2" CONDUIT

1.10 [27.9]

3/4" CONDUIT
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14.43 [366.5]  POWER IN 1/2" CONDUIT

100-240 VAC 1 PHASE 50/60 HZ

OR 200-600 VAC 3 PHASE 50/60 HZ

15.34 [389.6]  POWER IN 3/4" CONDUIT

100-240 VAC 1 PHASE 50/60 HZ

OR 200-600 VAC 3 PHASE 50/60 HZ

2.64 [67.1] POWER IN 1/2" & 3/4" CONDUIT

100-240 VAC 1 PHASE 50/60 HZ

OR 200-600 VAC 3 PHASE 50/60 HZ

INVERTER ENCLOSURE:

IP66, NEMA/UL TYPE 4X

INVERTER ENCLOSURE:

IP65, NEMA/UL TYPE 4X

OPTIONAL MOTOR


